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Product features

 Bluetooth-controlled Casambi-enabled

 Long-range, One-Channel 0-10V / DALI 2 controller

 12-24 Vdc input for a motion sensor
 Commissioned via smart mobile App; compatible devices: iOS and

Android Operating Systems
 Controlled via smart mobile App and sensors
 Utilizes Bluetooth Mesh technology for reliable and secure wireless

communication
 5-year warranty

Electrical specifications

Mains voltage supply

Rated input voltage range 12…24 Vdc

Max. input current 0.1 A @ 12 Vdc

RF transmit power + 8 dBm

Wireless frequency 2.4 GHz

Wireless range (open air) 50 m

Control output

Output voltage 0-10V 0-10 Vdc

Max 0-10V sinking current 10 mA

Output voltage DALI 12 Vdc

Output current DALI 20 mA

Sensor Input

Sensor type Motion (ON/OFF)

Input voltage 12-24 Vdc

Input current 2-5 mA

Environmental specifications

Operating temperature -20…+65C

Storage temperature -40…+85C

Working humidity 10%…90%

Store humidity 5%…95%

Lifetime at Tc 70C: 50,000 hrs @ 12 Vac
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Maximum Tc temperature 85C

Lifetime rating 50,000 hrs

Moisture and dust rating IP20

Dimensions

Housing dimensions Packaging details

Length (L) 80.7 mm Packing units 54 pcs.

Width (W) 30 mm Carton size 334 x 188 x 162 mm

Height (H) 15 mm Weight 2.0 kg

Weight 0.030 kg

Applicable wiring diagram

Figure 1 Figure 2
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Figure 3 Figure 4

Figure 5 Figure 6

Figure 7
 All connections must be as short as possible to ensure good EMl performance.
 The luminaire wire should keep a certain distance from the LED power supply and other wires (5...10 cm is preferred).
 No secondary switches are allowed.
 Incorrect wiring can damage the LED.
 The wire must be well protected against short circuits.


