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CASAMBI profiles

IC ECSCB 100-277 DALI 0-10V

Designation

DALI / BC / DIM

DALI / VirtualDIM, Elements

DALI / DT8 / DIM, TW

DALI / DT8 / 2x (DIM, TW)
[Evolution]

PWM / 1CH / DIM

Description

Basic DALI broadcast Dimmer, no short addressing required.

Basic 1-Channel PWM Dimmer.

Control a number of DALI Channels with sliders, 
push-buttons and On/Off toggles with the 'Channel output' attributes. 
Common Dimmer slider additionally alters levels of 'dimmed' elements.

Dual tunable-white fixture with two DT8 DALI output addresses.

Dimmer with tuneable white with DALI DT8 driver supporting  
TC color model: warm/cool mixing is done by DALI driver, 
and Casambi color model: warm/cool mixing is done by DALI driver, 
and Casambi controller sets dimlevel and temperature values.

IC ECSCB 100-277 DALI 0-10V R

Designation

DALI / BC / DIM

DALI / DT8 / DIM, RGBW

DALI / DT8 / DIM, TW

DALI / DT8 / DIM, RGB

PWM / 1CH / DIM

DALI / DT8 / DIM, XY [Evolution]

EXT / Elements

Description

Basic DALI broadcast Dimmer, no short addressing required.

Basic 1-Channel PWM Dimmer.

4-Channel (RGBW) DALI DT8 Dimmer supporting 'RGBWAF' color-type 
input: DIM and RGBWAF Channels.

3-Channel (RGB) DALI DT8 Dimmer supporting 'RGBWAF' color-type 
input: DIM and RGBWAF Channels.

Dimmer with tuneable white with DALI DT8 driver supporting  
TC color model: warm/cool mixing is done by DALI driver, 
and Casambi color model: warm/cool mixing is done by DALI driver, 
and Casambi controller sets dimlevel and temperature values.

Multi-Channel DALI DT8 Dimmer supporting 'XY' color-type control.

Fixture using extension interface Channels with custom elements (EXTIF mode 23). 
This fixture does not provide any built-in lighting controls.
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CASAMBI profiles

Description

3-Channel RGB PWM Dimmer.

2-Channel PWM Dimmer.

4-Channel RGB fixture with White. 
The ratio between RGB and White is selected 
with mixer.

Dual-TW fixture with 4-Channels for independently 
controlled (warm and cold white) pairs of outputs.

4-Channel RGB fixture with White. RGB is always present but amount of 
white be adjusted. Earlier known as PWM/4CH/DIM, RGBW [new].

Fixture using PWM Channels with custom elements. 
This fixture does not provide any built-in lighting controls.

5-Channel fixture with exclusive RGB and Tunable White (WW/CW)outputs. 
Cross-fading is applied on switching between the color and white modes.

Description

Basic DALI broadcast Dimmer, no short addressing required.

Basic 1-Channel PWM Dimmer.

Dimmer with tuneable white with DALI DT8 driver supporting  
TC color model: warm/cool mixing is done by DALI driver, 
and Casambi color model: warm/cool mixing is done by DALI driver, 
and Casambi controller sets dimlevel and temperature values.

Description

Unit with one to four buttons (momentary switch and long press dimming).

IC ECSCB 12-48 PWM 5CH

Designation

PWM / 3CH / DIM, RGB

PWM / 4CH / DIM, RGB / White

PWM / 4CH / DIM, RGBW

PWM / 4CH / 2x (DIM, TW) 
[Evolution]

PWM / 2CH / DIM, DIM

PWM Virtual, Elements

PWM / 5CH / DIM, RGB / TW 
[Evolution]

IC ECSCB 12-24 DALI 0-10V

Designation

DALI / BC / DIM

DALI / DT8 / DIM, TW

PWM / 1CH / DIM

Designation

IC ECSCB 220-240 DRY 4IN

PushButton
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