
High power factor compact and linear drivers
QM/LT series I LH series



LT series

QM series

QM series & LT series
Suitable for Class I/II luminaires such as linear luminaries, tri-proof luminaries, downlights, panel luminaries, office lighting, retail lighting.

High power factor 0.95

30 - 40 W 

High efficiency up to 92 %

Platform with independent solutions up to 40 W

Flat design of 21 mm 

Flicker-free

Push terminal design, easy to install

ENEC certified

5-year warranty
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Features

Product parameter

Output current

500-700 mA

750-1050 mA

Efficiency
@full load

92 %

92 %

Input voltage

220-240 VAC

220-240 VAC

220-240 VAC

220-240 VAC

Power

30 W

42 W

30 W

42 W

Article 
no.

162987

162994

163052

163069

Description

XZ-QM30B-400XXX

XZ-QM40B-400XXX

XZ-LT30B-400XXX-T

XZ-LT40B-400XXX-T

500-700 mA

750-1050 mA

91 %

92 %

Dimensions
(L x W x H)

112 x 38.5 x 21 mm

112 x 38.5 x 21 mm

176 x 30 x 21 mm

176 x 30 x 21 mm

Output
voltage

30-40 V

30-40 V

30-40 V

30-40 V

Wiring diagram
QM LT

Product specifications

10-42 W

Fixed (factory preset)

/

/

PstLM≤1, SVM≤0.4

Power range

Adjustable output current

Dimming interface

Dimming range

Flicker-free

350 VAC, 1 h

Ta -20…+50 °C

L-N: 1 kV

﹥ 0.95

﹤ 500 ms @ 230 V

Overvoltage protection

Operating temperature range

Surge protection

Power factor

Start up time
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LH series
Suitable for Class I luminaires, such as linear luminaries, tri-proof luminaries and office lighting.

Product specifications

5-150 W

DIP switch

/

/

PstLM ≤ 1, SVM ≤ 0.4

Power range

Adjustable output current

Dimming interface

Dimming range

Flicker-free

350 VAC, 1 h

Ta -20…+50 °C

L-N: 1 kV, L/N-GND: 2 kV

﹥ 0.95

﹤ 500 ms @ 230 V

Overvoltage protection

Operating temperature range

Surge protection

Power factor

Start up time

Product parameter

Input voltage

220-240 VAC
220-240 VDC

220-240 VAC
220-240 VDC
220-240 VAC
220-240 VDC
220-240 VAC
220-240 VDC
220-240 VAC
220-240 VDC
220-240 VAC
220-240 VDC

220-240 VAC
220-240 VDC

Power

21 W

42 W

61.2 W

84 W

84 W

100 W

150 W

Article 
no.

163076

163083

163106

163113

165575

167104

167111

Description

XZ-LH20B-600XXX-T
(Power and color temperature adjustment)

XZ-LH40B-121XXX-T
(Power and color temperature adjustment)

XZ-LH60B-171XXX-T
(Power and color temperature adjustment)

XZ-LH80B-241055-T
(Power and color temperature adjustment)

XZ-LH80B-241070-T
(Power and color temperature adjustment)

XZ-LH100B-241080-T
(Power adjustment)

XZ-LH150B-241090-T
(Power adjustment)

Output current

200-350 mA

200-350 mA

200-350 mA

200-550 mA

350-700 mA

200-800 mA

350-900 mA

Efficiency
@full load

88.5 %

93 %

93 %

93 %

93 %

95 %

96 %

Dimensions
(L x W x H)

137 x 30 x 21 mm

137 x 30 x 21 mm

157 x 30 x 21 mm

193 x 30 x 21 mm

193 x 30 x 21 mm

193 x 30 x 21 mm

238 x 30 x 21 mm

Output
voltage

25-60 V

52-120 V

90-175 V

90-240 V

90-240 V

50-240 V

50-240 V
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High power factor

Flicker-free

DIP switch for multi-current setting

Supports CCT colour temperature selection (optional)

Suitable for Class I luminaires
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Product selection table

No DIP switch

Power adjustment

Power and color temperature adjustment

Color temperature adjustment

External DIP switch without color temperature

External DIP switch with color temperature

External DIP switch without color temperature

External DIP switch with color temperature

84 W-100 W

193 mm 30 mm

21
 m

m

238 mm 30 mm

21
 m

m

150 W

Wiring diagram
21 W-42 W 61.2 W

137 mm 30 mm
21

 m
m

157 mm 30 mm

21
 m

m
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Shenzhen Xiezhen Electronics Co., Ltd.
Floor 2, Building E, Taohuayuan Smart & Innovation Park,

Bao’an District, Shenzhen, China

+86 755-2781-9400

sales@cupower.com

Hunan Xiezhen Electronics Co., Ltd.
Building 11, Innovation Park, Linyi Road, Bailutang Town,

Suxian District, Chenzhou, Hunan, China

+86 735-265-3770

sales@cupower.com

CUPOWER North America, Inc.
655 Raco Dr. Suite A,

Lawrenceville, GA 30046, USA

+1 905 658-2500

scottr@cupower.com

CUPOWER Europe GmbH
Ahornweg 5a,

58675 Hemer, Germany 

+49 2372-568-7570

dirk@cupower.com

www.cupower.com version 2025-10-20


