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1. Introduction

Our DALI drivers incorporate corridor control functionality, allowing AC power to be
connected to the DALI interface via a sensor for simple corridor lighting control.
The wiring configuration is shown in the diagram below:

2. Configurable parameters

The corridor control mode supports multiple brightness levels and smooth transitions
between stages. The lighting sequence is shown in the diagram below:

The parameters in the table below are used to customise the control settings for the
corridor lights.

Parameter Description Default

Lock When enabled, the driver will operate in corridor
mode every time it is powered up.

Disable
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Enable Once enabled, corridor mode can be activated
by applying AC power to the DA terminal for
more than 55 seconds

Enable

Fade On Time Light-up fade-in time.

Range [0, 1, 2, 3, 4, 5], in seconds

0s

On Level 01 Brightness percentage for the first segment.

Range [0, 100], in units of 1%

100%

Run On Time
01

The duration of the first segment; the timer
starts when there are no people left.

Range [0, 65535], units: s

300s

Fade Down
Time 01

The duration of the transition from the first
segment to the second.

Range [0, 255], in seconds

20s

On Level 02 Brightness percentage for the second segment.

Range [0, 100], in units of 1%

50%

Run On Time
02

The duration of the second segment.

Range [0, 65535], units: s

300s

Fade Down
Time 02

The duration of the transition from the second
segment to the third.

Range [0, 255], in seconds

20s

On Level 03 Brightness percentage for the third segment.

Range [0, 100], in units of 1%

5%

Run On Time
03

The duration of the third segment.

Range [0, 65535], units: s

300s

Fade Down
Time 03

The duration of the transition from the third
segment to the fourth.

Range [0, 255], in seconds

20s

On Level 04 Brightness percentage for the fourth segment.

Range [0, 100], in units of 1%

0%
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3. How to activate corridor mode

3.1 Connect the AC to the DA terminal

View the configuration parameters in the Toolbox to ensure that the corridor function is
enabled.

Connecting an AC power supply to the DA terminal for more than 55 seconds will cause
the driver to switch to corridor mode.

3.2 Enable the configurable parameter Lock

Using the Toolbox software, tick the ‘Lock’ box and write the driver; corridor mode will
be activated after a power cycle.

4. How to exit corridor mode

If the PUSH-DIM button is connected to the DA terminal, you can switch the driver from
corridor mode to PUSH-DIM mode by pressing the button three times in quick
succession.
If a DALI master is connected to the DA terminal, any DALI command can cause the
driver to switch from corridor mode to DALI mode.
Note: If the ‘Lock’ parameter is enabled in the configuration parameters, the driver will
activate corridor mode every time it is powered up; if it is not enabled, the driver will
operate in the mode it was in before power-off.
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5. How to configure the parameters

5.1 NFC and 2-wire Quick Set configuration

For drivers equipped with NFC or 2-wire Quick Set functionality, you can select either
the NFC Interface or the 2-wire Interface in Toolbox to complete the customisation.
Click http://www.cupower.com/downloads/#software to download and install Toolbox.

For detailed instructions, please refer to the Toolbox Help section.

The configuration page for the NFC interface is shown below.

Note: When configuring parameters using NFC or 2-wire QuickSet, ensure that the AC
power supply to the driver has been switched off.

http://www.cupower.com/downloads/
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5.2 DALI Interface Configuration

DALI drivers support the configuration of corridor functions via the DALI port, the same
applies to DALI drivers that use DIP switches to configure the current.

To configure corridor mode via the DALI interface, the Toolbox software and i-Master
tool are required.

Click https://www.cupower.com/accessories/i_Master.html to find out more about i-
Master.

You can find instructions on how to use the DALI Interface to configure the driver in the
Toolbox Help.

The corridor configuration page is shown below.

https://www.cupower.com/accessories/i_Master.html
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